
• 2 lengths: 24", 36" (nominal)
• Color Temperature: 3500K
• Lumens: 24"=250 | 36"=420
• CRI: 85
• 24"= 6.3W | 36"=10.3W
• Lamp life: 50,000 hours
• Includes wood and magnet mounts
• Continuous dimming
• Daisy chain configurations include 24" 

jumper cord(s)
• Cord Length: 9'

LUCERA SERIES  
UNDER CABINET LED LIGHT

 MODEL # UNIT SIZE (EA) 

 LUCERA-24-SLV 20.1" X .8" X .5" 
 LUCERA-36-SLV 31.7" X .8" X .5" 
 LUCERA-24X2-SLV 20.1" X .8" X .5" 
 LUCERA-36X2-SLV 31.7" X .8" X .5" 
 LUCERA-24X3-SLV 20.1" X .8" X .5" 
 LUCERA-36X3-SLV 31.7" X .8" X .5" 
 LUCERA-24X4-SLV 20.1" X .8" X .5" 
 LUCERA-36X4-SLV 31.7" X .8" X .5" 
 LUCERA-OS OCCUPANCY SENSOR 
OPTIONAL OCCUPANCY SENSOR
• Turns lamp off if no motion is detected for 15 minutes
• Resumes last brightness setting when motion is detected

31.7"

.8"

DAISY CHAIN OPTIONS
Chain up to 7 LUCERA under 
cabinet lights! 

20.1"

LUCERA-24-SLV

21 LEDS

.8"

LUCERA-36-SLV

35 LEDS
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