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PLEASE REVIEW these instructions before beginning the assembly and adjustment procedures. Check that 
all the parts and tools listed below were provided with your order. Contact your supplier if any materials are 
missing. Do not discard the packaging until satisfied that the product operates to �your satisfaction.

TITAN2-EDGE	 PARTS AND TOOLS

Track (2) Small Cover (2)Slider Plate (2) Large Cover (2)

Socket Head Screw (8)

5/16x18x1/2

Slider Bolt (2) Expansion Bolts (4 each)

PARTS AND TOOLS PROVIDED
TRACK ASSEMBLY

CAUTION: Hand-tighten screws only. 

MONITOR ARM ASSEMBLY

KEYBOARD ARM ASSEMBLY

Monitor Arm with Slider Plate (1) 4mm Allen Key (1)2mm Allen Key (1) 5mm Allen Key (1)

Set Screw (1)VESA Locking Screw (1)Hex Head Screw (4)

Keyboard Arm (1) Long Cord Clip (1)Mounting Plate (1) Short Cord Clip (1)

5mm Allen Key (1)4mm Allen Key (1)Flat Head Screw (4)Hex Head Screw (8) 13mm Wrench (1)
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M4x10 M3x6

M4x4M4x10
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ASSEMBLY TITAN2-EDGE

Attach Monitor Arm
• Slide the base of the monitor arm onto the top of the track.

• Align the scribed line on the monitor base with the line on 
the track.

• Secure the monitor arm in position by tightening the slider 
bolt on the base.

Remove VESA Plate
• Remove the VESA plate from the VESA mount by pressing  

down on the plastic tab to release the lock and pulling the   
plate upward to remove the plate.

Attach VESA Plate to Monitor
• 

  

• Attach the VESA plate using the four VESA plate 
screws provided.

— There are two sets of four holes on each VESA 
plate. One set has holes 3.9" (100mm) apart, the 
other set has holes 3" (75mm) apart. Use the set 
that matches the holes on the monitor.

Tighten

Align

Align Here

VESA
Plate

1.
2.

VESA
Plate
Screw VESA Plate

3.9"
(100mm)

3"
(75mm)

Monitor
(Face Down)

Upward

Plave the LCD monitor face down on a clean, soft, 
flat surface. Align the VESA plate holes with the holes 
on the back of the monitor.  
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Overall
Swivel

Adjustment

4mm
Allen
Key

Three Pivot Point
Adjustments

Adjust Nuts
with Wrench

Keyboard Arm Adjustments

ADJUSTMENT	 TITAN2-EDGE

Monitor Arm Adjustments
There are three possible swivel and tilt tension adjustments for the monitor arm:

1. Monitor tilt adjustment
	 —	Use the 4mm Allen key to adjust the set screw for the appropriate monitor weight.
2. Monitor arm weight adjustment
	 —	Use the 5mm Allen key to adjust the set screw for the appropriate monitor weight.
	 —	Weight capacity is 5.5 lbs to 16.5 lbs (2.5 kg to 7.5 kg). Capacity may be reduced if monitor size is 	

	 greater than 26" (66cm) or depth is greater than 2.17" (55mm).
3. Fixed arm swivel adjustment
	 —	Use the 2mm Allen key to adjust the set screw for the desired ease of fixed arm rotation.

Monitor Arm Adjustments
1 2 3
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ADJUSTMENT TITAN2-EDGE

Allen Key Storage
• Insert the Allen keys into the holes behind the VESA plate to store for  

future adjustment.

— Insert the two smaller Allen keys into the same hole.

Store
Allen Keys
for Future

Adjustments


