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PLEASE REVIEW these instructions before beginning the assembly and adjustment procedures. Check that 
all the parts and tools listed below were provided with your order. Contact your supplier if any materials are 
missing. Do not discard the packaging until satisfied that the product operates to �your satisfaction.

EDGE2COMBO	 PARTS AND TOOLS

1/8x1/4-32

PARTS AND TOOLS PROVIDED

3/8x1/4-32

Base Assembly (1) Monitor Arm Assembly (2)

Laptop Tray (1) Clamp Pad (1) Grommet Mount Plate (1)

Grommet Bar (1) Grommet Bolt (1)

Grommet Bolt Washer (1)

M10x27 M10-1.5

Grommet Bolt Nut (2) 14mm Wrench (1)

Laptop Tray Screw (4)

M10-1.5x76

M4x10

VESA Plate Screw (4)

M4x9M4x10

VESA Locking Screw (2) 180° Locking Screw (2)

CAUTION: Hand-tighten screws only. Do not use power tools.

Laptop Tray Nonskid Pad (2)

Laptop Tray Locking Nut (4)

2mm Allen Key (1) 4mm Allen Key (1) 5mm Allen Key (1)

ADDITIONAL TOOLS REQUIRED 

•	Phillips screwdriver

•	Pliers
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MONITOR AND LAPTOP TRAY INSTALLATION	 EDGE2COMBO

Install Monitor Arm Assemblies
•	Insert the monitor arms into the base assembly.

•	Secure each monitor arm by tightening the set screws  
using the 2mm Allen key. Adjust the tightness to allow  
for the desired ease of monitor arm rotation.

Install Monitor and Laptop Tray
•	Remove the VESA plate from each VESA mount by pressing  

down on the plastic tab to release the lock. Pull the plate  
upward to remove.

Attach VESA Plate to Monitor
•	Place the LCD monitor face down on a flat surface. 

Align the VESA plate holes with the holes on the back 
of the monitor. 

•	Attach the VESA plate using the four VESA plate 
screws provided.

—	 There are two sets of four holes on each VESA 
plate. One set has holes 3.9" (100mm) apart, the 
other set has holes 3" (75mm) apart. Use the set 
that matches the holes on the monitor.

Tighten
Set Screw

VESA
Plate

1.
2.

VESA
Plate
Screw VESA Plate

3.9"
(100mm)

3"
(75mm)

Monitor
(Face Down)

Upward
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MONITOR AND LAPTOP TRAY INSTALLATION	 EDGE2COMBO

Attach Laptop Tray to VESA Mount
•	Slide the VESA plate and laptop tray onto the VESA mount. Make sure the VESA plate clicks securely in 

place.

—	 Optional: Install a VESA locking screw behind the VESA plate to prevent the tab on the VESA mount 
from releasing the laptop tray. 

VESA
Locking
Screw

(Optional)

Cable Management
Use the cable clip and cable cover to help manage 
the monitor cables.

•	Pinch the cable clip to remove it from the motion 
arm, and again when re-installing it with the cables 
captured.

•	Slide the cable cover out from the fixed arm. Slide it 
back in with the cables captured.

180° Lock-Out Feature
•	Use the 2mm Allen key to secure the 180° locking screws into the 

base of each monitor arm assembly to limit the fixed monitor arm 
rotation to 180°. Fully tighten the screws, then back out one full 
turn.

Motion
Arm

Cable Cover

Cable
Clip

Fixed
Arm

180° Locking
Screws
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NOTES
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