











MONITOR INSTALLATION EVOLVE-STUBBY MONITOR ARM

Install Arm Stem Assembly

i Socket
= Loosen the socket screw on the arm stem using the 5mm Allen key. 5%?63
= Slide the arm stem onto the pole.

= Position the arm stem at the desired height and orientation, and tighten the

S5mm
socket screw. Allen
Key
N
N
Attach VESA Plate to Monitor
= Remove the VESA plate from the VESA mount by pressing
down on the plastic tab to release the lock. Pull the plate
upward to remove.
. . g 3.9"
* Place the monitor face down on a flat surface. Align VESA 5 % § ¢ (100mm)
the VESA plate holes with the holes on the back of the S@?gsv L

monitor. Attach the VESA plate using the four VESA
plate screws provided.

— There are two sets of four holes on the VESA plate.
One set has holes 3.9" (100mm) apart, the other
set has holes 3" (75mm) apart. Use the set that
matches the holes on the monitor.

Monitor
(Face Down)



EVOLVE-STUBBY MONITOR ARM MONITOR INSTALLATION

Attach Monitor to Arm Stem Assembly

= Slide the VESA plate (with monitor attached) onto the VESA mount. Make sure the VESA plate clicks
securely in place.

— Optionail: Install a VESA locking screw behind each VESA plate to prevent the tab on the VESA mount
from releasing the monitor.
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Cable Management

= Use the pole clips to manage and organize the cables running down the pole.
Snap the pole clips in position with the cables captured.




FINAL ADJUSTMENTS EVOLVE-STUBBY MONITOR ARM
Monitor Tilt Adjustment

= Use the 4mm Allen key to adjust the socket screw for
the appropriate monitor weight.

— Turn the Allen key clockwise for heavier monitor or
counterclockwise for lighter monitors.

Allen Key Storage

= Insert the Allen keys into the holes behind the
VESA plate to store for future adjustment.

Store
Allen Keys
for Future

i Adjustments
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