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PLEASE REVIEW these instructions before beginning the assembly and adjustment procedures. Check that 
all the parts and tools listed below were provided with your order. Contact your supplier if any materials are 
missing. Do not discard the packaging until satisfied that the product operates to �your satisfaction.

EVOLVE2-FF DUAL MONITOR ARMS	 PARTS AND TOOLS

Pole Mount (1) Upper Monitor Arm Assembly (1)

Clamp Pad (1) Grommet Mount Plate (1) Grommet Bar (1) Grommet Bolt (1)

Grommet Bolt Washer (1) Grommet Bolt Nut (2) 14mm Wrench (1)

3x3/8-16

M4x9M4x10M4x10

2mm Allen Key (1)

M10x27 9/16x3/8-16

4mm Allen Key (1)

Pole Clip (2)

5mm Allen Key (1)

VESA Plate Screw (4) VESA Locking Screw (1) 180° Locking Screw (2)

PARTS AND TOOLS PROVIDED

CAUTION: Hand-tighten 
screws only. Do not use 
power tools.

Lower Monitor Arm Assembly (1)

VESA Mount (2)

VESA Plate (2)

ADDITIONAL TOOLS REQUIRED 

•	Phillips screwdriver
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Install Monitor Arm Assemblies
•	Loosen the socket screws on the arm stems using the 5mm Allen key.

•	Slide the lower monitor arm assembly onto the pole. Refer to the illustrations below to distinguish between 
the upper and lower arm assemblies.

—	 Position the arm stem at the desired height and tighten the socket screw.

•	Slide the upper monitor arm assembly onto the pole. 

—	 Abut the second arm stem to the first and tighten the socket screw.

IMPORTANT: The tops of the arm stems must align horizontally.

Install VESA Mounts
•	Insert the VESA mounts onto the fixed arms.

—	 Align the metal plate on each VESA mount bushing with  
the indented groove on the fixed arms.

—	 Secure the VESA mounts using the 2mm Allen key and  
the pre-installed set screws. Adjust the tightness to allow  
for the desired ease of monitor rotation.

MONITOR INSTALLATION	 EVOLVE2-FF DUAL MONITOR ARMS
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FINAL ADJUSTMENTS	 EVOLVE2-FF DUAL MONITOR ARMS

180° Lock-Out Feature
•	Install a 180° locking screw in each of the arm stems to limit the 

rotation of the first fixed arm.

—	 The lock-out feature allows 90° rotation toward the user, but 
prevents 90° rotation away from the user. 

—	 Install the 180° locking screw using the 2mm Allen key. Fully 
tighten the screw, then back it out one full turn.

Tension Adjustments
The possible swivel and tilt tension adjustments for each monitor arm assembly are listed below. Refer to the 
illustration for the adjustment locations.

1. Fixed arm swivel adjustments
	 —	Use the 2mm Allen key to adjust the set screws for the desired ease of fixed arm rotation.
2. Monitor swivel adjustment
	 —	Use the 2mm Allen key to adjust the set screw for the desired ease of monitor rotation.
3. Monitor tilt adjustment
	 —	Use the 4mm Allen key to adjust the set screw for the appropriate monitor weight.
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Tension Adjustments
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Allen Key Storage
•	Insert the Allen keys into the holes behind the VESA plate to store for future 

adjustment.

—	 Insert the two smaller Allen keys into the same hole.

180°
Locking
Screw

Store
Allen Keys
for Future

Adjustments
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