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	 SOLUTION 2

STEP 2: Attach Track
•	Drill 1/8" pilot holes through  

all 11 holes in the track.

— Drill the holes 5/8" deep or  
1" deep, depending on  
which wood screws will be  
used. (A minimum work surface  
thickness of 11/2" is recommended  
for the 1" screws.)

	 CAUTION: Be careful not to drill through the  
work surface.

•	Attach the track with screws through the eight rear 
holes only, as shown.

STEP 3: Install Articulating Arm
•	Slide the articulating arm onto  

the track. Position it back far  
enough so that you have access  
to the front three holes on the  
track.

STEP 4: Attach Front Stop
•	Position the front stop onto the  

front of the track and secure it  
with the final three wood screws.

Attach Through Rear
Eight Holes Only

Slide Back

Front
Stop

Begin keyboard installation with STEP 5 on page 4.
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SOLUTION 2 

The keyboard platform for Solution 1 is PL003-25 (rectangle) or PL003-25CC 
(cut corners). Although the appearance varies, installation procedures are  
identical.

PL003-25 PARTS PROVIDED
Keyboard Platform (1) Palm Rest (1 or 2)

1 for Both Keying
and Mousing

Rectangle (Shown)
or Cut Corners

Flathead Screw (4) Flange Nut (4) Cord Clips (2)Panhead Screw (2)

#8-32x1/2 #8x32 #8-32x5/8

(R-Series: #8-32x3/4)

CAUTION: Hand-tighten screws only. Do not use power tools.

TOOLS REQUIRED 
• Phillips screwdriver

STEP 5: Attach Palm Rest(s)
• Attach the palm rest(s) to the keyboard platform. Use the #8-32x5/8 

panhead screws (#8-32x3/4 with the R-Series) and a Phillips  
screwdriver. Two screw holes are located in the   
keyboard platform to accommodate a  
variety of installation possibilities.

— With one palm rest, attach it with two  
screws through the two end holes.

— With two separate palm rests,  
attach each with two screws, 
as shown.

— The mouse and keyboard  
palm rests may be attached  
on either the left or right sides  
of the keyboard platform.

Panhead
Screw








